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Rectifier/ Brake-chopper Modules

Vees 1600V
Ie 150A
Applications

- Input bridge rectifier
- AC and DC motor control
- Power supply
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Characteristic Values

Value
Parameter Symbol Conditions Unit
Min. | Typ. | Max.
Gate-Emitter Threshold Voltage Veeany | Vee=VcE, lc=1.7mAT,;=25 5.2 5.9 6.4 Vv
Collector-Emitter Cut-off Current lces Vce=1200V,Vee=0V, Ty=25 1.0 mA
Collector-Emitter y lc=100A,Vee=15V, Ty=25
Saturation Voltage CE)
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Diode -Chopper-Reverse
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Disclaimer

The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd.
reserves the right to make changes without notice for the specification of the products displayed herein to improve
reliability, function or design or otherwise.

The data provided in this specification comes from professional testing equipment of Yangjie Electronic Laboratory,
not general testing equipment. All the data is exclusively intended for technically trained staff. You and your technical
departments will have to evaluate the suitability of the product for the intended application and the completeness of
the product data with respect to such application.

The product listed herein is designed to be used with ordinary electronic equipment or devices, and not designed to
be used with equipment or devices which require high level of reliability and the malfunction of with would directly
endanger human life (such as aerospace machinery, nuclear-reactor controllers, fuel controllers and other safety
devices), Yangjie or anyone on its behalf, assumes no responsibility or liability for any damages resulting from such
improper use of sale.

IGBTSs is the device which is sensitive to the static electricity, it is necessary to protect the device from being damaged
by the static electricity when using it.

This publication supersedes & replaces all information previously supplied. For additional information, please visit
our website http:// www.21yangjie.com , or consult your nearest Yangjie’s sales office for further assistance.
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